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CUSTOM FIT 3950 x 1856mm Weather

resistant galvanized steel WG Trox or

equivalent and approved Louvres fitted to

manufacturers specifications.
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Frames and blades of formed, galvanised sheet

steel to have:

–  Wire mesh screen from galvanised steel,

    mesh size 25 x 25 mm

–   Flange drilled as standard

Masonry Subframe - Type WG

Interval t = flange hole pitch (page

Materials:

Type WG : Galvanised steel

Type WG (split on X or Y dimension)

Where the X dimension is more than 1985 mm or

the Y dimension more than 1980 mm, then the

louvre is sub-divided into two sections which can

then be mounted either side by side or one on

top of the corner.
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4. ROOF LEVEL

12230

3.1 NEW U/S OF TRUSS
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Louvres to be Powder coated to RAL colour

(coating thickness approx. 60-80 µm)

Colour to architects specification

frame to be fixed at 600 mm intervals or

otherwise determined by specialist.

Blades to be 82 mm apart as per specialist

detail.

250

82

110

SCALE DRAWN

PROJECT NUMBER

DRAWING NUMBER

DATE CHECKED

DRAWING

PROJECT

FOR INFORMATION ONLY

REVISION

CLIENT

Suite 1, Seva Sadan, 80 Gemsbok Street, Lenasia, Extension 1, 1820.

P O Box 2128, Lenasia, 1820.

Tel: +27 11 854 5922  |  Fax: +27 11 854 1743

the creative a    is
a r c h i t e c t s

architecture design innovation

As indicated

LOUVRE DETAILS

K018

SARS FACILITIES MANAGEMENT

CKP

WD 701

12-10-2015 DS

WORKING DRAWING

ADDITIONS & ALTERATIONS TO PIER
STATE WAREHOUSE, GATE 5 BAYHEAD
ROAD, BAYHEAD.

Louvre Detail 1 - ELEVATION

Scale 1 : 50

Louvre Detail 1 - PLAN

Scale 1 : 50

Louvre Detail 1 - SECTION

Scale 1: 50

Louvre Detail 2 - ELEVATION

Scale 1 : 50

Louvre Detail 2 - ELEVATION

Scale 1 : 50

Louvre Detail 2 - ELEVATION

Scale 1 : 50

0

Louvre Detail - Frame
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