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7 71 H—F CONTRACTOR IS RESPONSIBLE FOR CORRECT SETTING OUT OF THE BUILDING. ALL
-~ ~ -~ °~ EXTERNAL AND INTERNAL WALLS WITH PARTICULAR REFERENCE TO
°~ BUILDINGLINES, BOUNDARIES, ETC.
CONTRACTOR TO VERIFY ALL LEVELS, HEIGHTS AND DIMENSIONS ON SITE AND TO
CHECK SAME AGAINST THE DRAWING BEFORE PUTTING ANY WORKIN HAND.
g S g g 2 ALL CONTRACTORS TO CHECK DETAILS SHOWN ON THIS DRAWINGS FOR
- COMPLIANCE WITH STANDARDS OF GOOD BUILDING PRACTICE WITH PARTICULAR
REFERENCE TQ SPECIAL REQUIREMENTS NECESSITATED BY LOCAL AND OR ON SITE
CONDITIONS AND REPORT ANY COMMENT TQ THE ARCHITECT.
NS N NS N N ANY ERROR DISCREPANCIES OR OMMISSIONS TO BE REPORTED TO THE ARCHITECT
IMMEDIATELY.
DOOR TYPE Hollow core timber door DOOR TYPE Hollow core timber door DOOR TYPE Semi- solid timber door DOOR TYPE Bitcon Industries (or similar) Rubidor fire door Class B DOOR TYPE Mutual/ CHUBB (or similar) category 2 strong room door (code: MSRD53)
FINAL DIMENSIONS TO BE TAKEN ON SITE BEFORE ORDERING, SUPPLYING AND
LOCATION Store rooms, Pause area, ablutions, Patch room, Reception area LOCATION Auction operations manager, meeting room LOCATION Paraplegic Ablution LOCATION Patch room; Security room LOCATION Strong room FIXING PROPRIETARY ON DETAILED FITTINGS.
No. REQUIRED 17 No. REQUIRED 03 No. REQUIRED 1 off No. REQUIRED 2 No. REQUIRED 1 off CONTRACTORS ARE TO LOCATE AND IDENTIFY EXISTING SERVICES ON SITE AND
TO PROJECT THESE FROM DAMAGE THROUGHOUT THE DURATION OF THE WORKS.
EXPOSURE CLASS Dry interior EXPOSURE CLASS Dry interior EXPOSURE CLASS Dry interior EXPOSURE CLASS Dry interior EXPOSURE CLASS N/A
CONTRACTORS ARE TO BUILD IN DP.C’'S WHETHER OR NOT THESE ARE SHOWN ON
PERFORMANCE CLASS | Medium duty (SABS 545) PERFORMANCE CLASS | Medium duty (SABS 545) PERFORMANCE CLASS | Medium duty (SABS 545) PERFORMANCE CLASS | N/A PERFORMANCE CLASS | N/A DRAWINGS TO ALL EXTERNAL WALLS, AT EACH FLOOR AND TO ALL WINDOWS,
DOORS OR OTHER OPENINGS IN EXTERNAL WALLS. CAVITY WALLS TO HAVE
DOOR MATERIAL 813mm X 2032mm Masonite honeycomb hollow core door with lock slot DOOR MATERIAL 813mm X 2032mm Masonite honeycomb hollow core door with lock slot DOOR MATERIAL 945mm X 2032mm Masonite finished semi-solid door with lock slot DOOR MATERIAL 900mm X 2032mm Masonite finished semi-solid door with lock slot DOOR MATERIAL N/A STEPPED DP.L'S.
APPEARANCE Flush panel APPEARANCE Flush panel APPEARANCE Flush panel APPEARANCE Flush panel APPEARANCE N/A CONTRACTOR T0O BUILD IN BRICK FORCE EVERY 5TH COURSE IN BRICK WALLS AND
EVERY 2ND COURSE ABOVE WINDOWS, DOORS AND ALL OTHER OPENINGS.
LEAF Single leaf LEAF Single leaf LEAF Single leaf LEAF Single leaf LEAF N/A
ALL GLAZING IN COMPLIANCE WITH DSS SANS 10400-PART N LATEST EDITION
ACTION Single swing ACTION Single swing ACTION Single swing ACTION Single swing ACTION N/A
ANY QUERIES ARISING FROM ALL THE ABOVE MUST BE REPORTED TO THE
MEETINGSTILE N/A MEETINGSTILE N/A MEETINGSTILE N/A MEETINGSTILE N/A MEETINGSTILE N/A ARCHITECT FOR CLARIFICATION BEFORE ANY WORK IS PUT ON HAND.
EDGING Face over edge EDGING Face over edge EDGING Face over edge EDGING Face over edge EDGING N/A QUALITY OF ALL MATERIALS AND WORKMANSHIP TO COMPLY WITH THE
. RELEVANT S.AB.S. AND B.S.S. SPECIFICATIONS.
FINISH Paint FINISH Paint FINISH Paint FINISH Paint FINISH N/A
SIGNAGE See signage detail SIGNAGE See signage detail SIGNAGE See signage detail SIGNAGE See signage detail SIGNAGE N/A
DOOR FINISH PREPARATION For painfing DOOR FINISH PREPARATION For painfing DOOR FINISH PREPARATION For painfing DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION N/A
PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer PRIMER N/A
UNDERCOAT 1 Coat universal undercoaf UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoaf UNDERCOAT N/A
FINISH 2 Coafs polyurethane enamel FINISH 2 Coats polyurethane enamel FINISH 2 Coafs polyurethane enamel FINISH 2 Coafs polyurethane enamel FINISH N/A
PRODUCT TBC FINISH PRODUCT TBC FINISH PRODUCT TBC FINISH PRODUCT TBC FINISH PRODUCT N/A FINISH
DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER N/A
FINISH MATERIAL Mid steel door frame painf fo frame FINISH MATERIAL Mild steel door frame painf fo frame FINISH MATERIAL Mild steel door frame paint fo frame FINISH MATERIAL 1,6mm Mid steel door frame painf fo frame FINISH MATERIAL N/A
PROFILE Single rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Single rebafe UNDERCOAT | 1 Coat universal undercoat PROFILE Single rebafe UNDERCOAT | 1 Coat universal undercoatf PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoatf PROFILE N/A UNDERCOAT | N/A
PREP. N/A FINISH 2 Coafs polyurethane enamel PREP. N/A FINISH 2 Coafs polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH N/A
WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT N/A
IRONMONGERY Hinges  : Part of steel frame IRONMONGERY Hinges  : Part of steel frame IRONMONGERY Hinges  : Part of steel frame IRONMONGERY Hinges  : As per Rubidor Class A specification IRONMONGERY Locking mechanism : 7-lever security keylock
Handle Set  : IRONWARE Calini 1019 through fix level handle (brushed stainless steel) Handle Sef : IRONWARE  Calini 1019 through fix level handle (brushed stainless steel) Indicator handle set: IRONWARE 1926 (Brushed S/Steel)
Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (Brushed stainless steel) Lock set : IRONWARE 2031 Dead lock If Magloc fitment will be used, notify supplier before order so frame strik can be cut out.
Lock set : DORMA D036S multi lever sash lock Lock set : DORMA DO036S Euro profile cylinder sash lock; DORMA DDC056501 65mm Euro profile double cylinder Grab Rail : IRONWARE 1306 (back to backthrough fix to both sides of door)- fitted horizontally @ 800mm
Door stop: IRONWARE 5000 Cylindrical door stop (SS) Door stop: IRONWARE 5000 Cylindrical door stop (SS) AFFL
Push plate : IRONWARE IP 01 (male ablution); IRONWARE IP 02 (female ablution) Coat hook: IRONWARE 5034 rubber fipped H&C hook Closer kit : GEZE Lintel bracket Silv (for outwards opening door); Geze TS4000G DA EN1-6 delayed action
Door closer: IRONWARE DCO1 (ablutions) slide channel door closer Silv
Kick plates  : 200mmH x 2mmT brushed stainless steel kick plates fitted both sides. 15mm Gap around
edges to door leaf.
NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 6 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D7 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D8 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D9 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 10
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DOOR TYPE Hollow core timber door DOOR TYPE Bitcon Industries (or similar) Rubidor fire door Class A E % §
LOCATION Ablutions LOCATION Staff enfrance 2
No. REQUIRED 6 No. REQUIRED 3 S
EXPOSURE CLASS Wet interior EXPOSURE CLASS Dry interior x
PERFORMANCE CLASS Medium duty (SABS 545) PERFORMANCE CLASS | N/A NS
DOOR MATERIAL 162mm x 2032mm Masonite honeycomb hollow core door, 100mm undercut, with lock slof DOOR MATERIAL 900mm X 2032mm Masonite finished semi-solid door with lock slot
APPEARANCE Flush panel APPEARANCE Flush panel ~
LEAF Single leaf LEAF Single leaf
ACTION Single swing ACTION Single swing DOOR TYPE 6990mm X 4296mm TECKENTRUP “ThermoTek” automated roller shutter door (or similar) DOOR TYPE 3000mm X 3000mm TECKENTRUP “ThermoTek” automated roller shutter door (or similar) DOOR TYPE 3000mm X 2100mm TECKENTRUP “ThermoTek" automated roller shutter door (or similar)
MEETINGSTILE N/A MEETINGSTILE N/A LOCATION Loading bay LOCATION Goods recieving bay, forklift storage area, auction loading bay LOCATION Service bay, maintenance workshop
EDGING Face over edge EDGING Face over edge No. REQUIRED 1 Off No. REQUIRED 5 Off No. REQUIRED 1 Off
FINISH Paint FINISH Paint Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile. Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile. Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile.
SIGNAGE See signage detail SIGNAGE See signage detail GUIDE RAIL : FS110 Glavanised steel guide rail GUIDE RAIL : FS85 Glavanised steel guide rail GUIDE RAIL : FS85 Glavanised steel guide rail
DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION For painting Door to be remote control automated and lockable internally as per manufacturers Door to be remote control automated and lockable internally as per manufacturers Door to be remote control automated and lockable internally as per manufacturers specification.
PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer specification. specification
UNDERCOAT 1 Coat universal undercoaf UNDERCOAT 1 Coat universal undercoaf
FINISH 2 Coats polyurethane enamel FINISH 2 Coats polyurethane enamel NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 11 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 12 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 13
PRODUCT TBC FINISH PRODUCT TBC FINISH 1800
AV AV L 1800 L
, , ; ; 7 7
DOOR FRAME AND FRAME PRIMER FaFfory primer and bitumen DOOR FRAME AND FRAME PRIMER FaFfory primer and bitumen DOOR TYPE 'TECKENTRUP 72 £ Fire- resistant Sliding NE N
FINISH MATERIAL Mild steel door frame paint fo frame FINISH MATERIAL 1,6mm Mild steel door frame paintfo frame Steel Door T30-1-FSA (or similar] N y
. . . AN /
PROFILE Single rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoaf ¥ 3150 ¥ LOCATION Staff entrance N\ / N .
PREP. N/A FINISH 2 Coafs polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel N No. REQUIRED ) |/ g N/ 2
WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT /1N /N ~
. . . L Fire-proof sliding steel door T30-1-FSA, tested in accordance with DIN / AN ya AN
IRONMONGERY Hinges  : Part of steel frame IRONMONGERY Hinges  : As per Rubidor Class A specification _ . .
Handle Set  : IRONWARE Calini 1019 through fix level handle (brushed stainless steel) 4102/EN 1634-1. Single leaf door opening to fhe left. Galvanised door / N\ / AN
Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) If Magloc fitment will be used, notify supplier before order so frame strik can be cut out. = leaf, 72MM fh.mk (elerr.mn.f design). With 3-sided lljomj seal, glavanllsed. °~ Ne
. . ~ Door suspension consisting of fubular runner rail with double twin
Lock sef : DORMA D036S multi lever sash lock . . . .
Indicator bolt: IRONWARE B02 gears. Aufornahc closing of the door due to counfterweights in the
protective box. TECKENTRUP 72 E (approval no. Z-6.20-213%) or NO. | REVISION DATE
equivalant. ——— —— REV 0 | ISSUED TO CONTRACTOR 29-06-2016
L N DOOR TYPE Semi-solid fimber door DOOR TYPE Semi-solid fimber door REV A | UPDATED SCHEDULE 09-09-2016
Ordering dimensions: Modular dimensions- 3000mm wide, 2100mm high. LOCATION Destruction of goods area LOCATION Bin area & Diesel fuel store REV B | FD INCLUDED 26-09-2016
Ordering detials: wall and header thickness- 230mm masonary.
No. REQUIRED 2 No. REQUIRED 2
NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE FD Door opens left as seen from the fixing side of the door. ° °
DOOR TYPE Semi-solid timber door NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 14 EXPOSURE CLASS Dry interior EXPOSURE CLASS Wet exterior
. . INSTALLATION WALLS 230mm Masonary PERFORMANCE CLASS | Medium duty PERFORMANCE CLASS | Medium duty
LOCATION Bin area & Diesel fuel store
APPROVED WIDTH 3000mm DOOR MATERIAL 2 X 900mm X 2032mm Masonite finished semi-solid door with lock slot DOOR MATERIAL 2 X 900mm X 2032mm Masonite finished semi-solid door with lock slot architecture |design linnovation
No. REQUIRED 2 4000 th ti '
, I z ¥ DIMENSIONS HEIGHT 2100mm APPEARANCE Flush panel APPEARANCE Flush panel e crealivea IS
EXPOSURE CLASS Wet exterior architects
_ OPENING DIRECTION | Door opens to the left as seen from the fixing side LEAF Double leaf LEAF Double leaf
PERFORMANCE CLASS Medium duty Unit 110, First Floor, Ridge 4, 45 Richefond Circlég, Ridgeside, Umhlanga
; ki o divi ; ; ; ACTION Single swin ACTION Single swin | P O Box 1889, Umhlanga Rocks, 4320 | Tel: +27 31 566 4548 | Fax:
DOOR MATERIAL 2 % 900mm X 2032mm Masonite finished semi-solid door with lock slof NS DOOR LEAF #2mm Thick door leaf consisting of individual elements (no. of elements according to the opening width) g g g g 427 31 56¢ 3881
i i i i MEETINGSTILE Rebated MEETINGSTILE Rebated
APPEARANCE Flush panel DOOR SEALS Galvanised seal profiles, 2mm thick, on 3 sides
Guide rollers (lower door guide) EDGING Face over edge EDGING Face over edge CLIENT
LEAF Double leaf
ACTION Single swing Weight box with counter weights (behind the run-in side) FINISH Paint FINISH Paint SARS FACILITIES
i i Cwe i SIGNAGE See signage defail SIGNAGE See signage defail
MEETINGSTILE Rebated Special equipment: weight boxstorage side gnag gnag MANAG EMENT
i PREPARATION For paintin PREPARATION For paintin
EDGING Face over edge i} SURFACE Galvanised door leaf and seal DOOR FINISH P g DOOR FINISH P 9 OWNER'S SIGNATURE -
FINSH Paint § Special equipment: stainless steel PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer
SIGNAGE See signage defal FITTINGS _Tubular runnern rails with height-adjustable double twin running gears on ball UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoat —
. 2 damp cylinders FINISH 2 Coats polyurethane enamel FINISH 2 Coats polyurethane enamel
DOOR FINISH PREPARATION For painfing . e - FINISH e _— EINISH ADDITIONS & ALTERATIONS TO
PRIMER 1 Coat pink wood primer 1 radial damper PIER STATE WAREHOUSE. GATE
: 2 recessed handles DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME FRAME PRIMER Factory primer and bitumen !
UNDERCOAT 1 Coat universal undercoat aint to frame aint to frame 5 BAYH EAD ROAD BAYH EAD
Runner rail cover. insulated FINISH MATERIAL 1,6mm Mild steel door frame P AND FINISH MATERIAL 1,6mm Mild steel door frame P y .
FINISH 2 Coats polyurethane enamel N '
PRODUCT TBC FINISH N Guiding rail cover in the opening area PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoat _PORT'ON OF THE FARM KlNGS_
i imi PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel —
DOOR FRAME AND FRAME PRIMER Factory primer and bitumen SPECIAL Prime coat (similar to RAL 9002) y LFHL;UA‘TS NO |63L|-L|-
i i it . - W N/A WALL FINISH N/A PRO
FINISH MATERIAL 1.6mm Mild steel door frame paint fo frame - - — EQUIPMENT Complete hold open device consisting of: smoke defectors, 1 magnetic ALL FINISH PRODUCT pucT WORK'NG DRAW' NG
DOOR TYPE 3000mm X 3000mm TECKENTRUP "ThermoTek" automated roller shutter door (or similar) clamp, 1 mains rectifier 220/24V, 1 release key, acoustic alarm signal : , : ,
| ) . , IRONMONGERY Hinges  : Part of steel frame IRONMONGERY Hinges  : Part of steel frame DOO SC ED I_E
PROFILE Double rebafe UNDERCOAT | 1 Coat universal undercoaf LOCATION DISTRUCTION OF GOODS STORE AREA — Handle Set  : IRONWARE Calini 1019 through fix level handle [brushed stainless steell Handle Set  : IRONWARE Calini 1019 through fix level handle (brushed stainless steel] R SCHEDU
PREP. N/A FINISH 2 Coats polyurethane enamel No. REQUIRED 5 0ff Complete electric drive (opener) Escufcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel)
: Freeswing function Lock set : DORMA D036S multi lever sash lock, DORMA D039R rebate kit fo lever lock, dust excluding socket Lock set : DORMA D036S multi lever sash lock, DORMA DO39R rebate kit fo lever lock, dust excluding socket
WALL FINISH N/A PRODUCT . . .
Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile. Hook lock il linder 455 + 455 4023, 150mm flush lever bolt 4023, 150mm flush lever bolf
IRONMONGERY finges : Parf of sfeel frame GUIDE RAIL : FS85 Glavanised steel guide ral POR OFF, PTOTTE FYERT oo v oo T Door stop: IRONWARE 5000 Cylindrical door stop (SS) X 2 Door stop: IRONWARE 5000 Cylindrical door stop (SS) X 2 SCALE DATE ORAWN T CHECKED
Handle Set  : IRONWARE Calini 1019 through fix level handle (brushed stainless steel) Recess shutter As indicafed 26-06-2017 NG MMB
Escufcheon  : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) Door to be remote control automated and lockable internally as per manufacturers Artificial pillar PROJECT NUMBER KO1 8
Lock set : DORMA D036S multi lever sash lock, DORMA D039R rebate kit fo lever lock, dust excluding socket specification
4023, 150mm flush lever bolt DRAWING NUMBER REV'AS'ON

Door stop: IRONWARE 5000 Cylindrical door stop (SS) X 2

GENERALSNOTES scaen.

FIGURED DIMENSIONS TO BE USED AT ALL TIMES.
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