
1.1 EX. GROUND FLOOR

4130

ROOF PLAN

12230

2.1 NEW MEZZANINE
FLOOR

7305

3.1 NEW U/S OF TRUSS

10805

A B C D E F G H J

1.25mm NU-RIB POLYCARBONATE CLEAR SHEETS. 
SHEETS ARE TO BE FASTENED TO SUPPORTS 
THROUGH EACH CROWN OF THE PROFILE (PRIMARY 
FIXINGS TO BE CLASS 4), AND SIDE STITCHED TO 
ADJACENT SHEET NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).

200mm x 80mm FIBRE CEMENT 
SOCKETLESS NUTEC BARGE BOARD

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED STEEL G550 
WITH A CLEAN COLORPLUS™ COLOUR COATED FINISH TO ONE 
SIDE WITH A MOUNTAIN MIST BACKING COAT.

PLASTER & PAINT

EXISTING FACEBRICK WALL TO BE 
CLEANED BY SPECIALIST

PLASTER & PAINT

NEW BRICKWORK

LINE OF EXISTING 
BRICKWORK

LINE OF EXISTING BRICKWORK

NEW GALVANISED STEEL LOUVRE 
VENTS TO SPECIALIST DETAIL

ALL EXISTING WINDOWS & AIR VENTS TO BE DEMOLISHED

NEW PLASTER BAND 

NEW CONCRETE STAIR TO 
ENGINEER'S DETAIL. NEW STEEL 
BALUSTRADE AS PER DETAIL

EXISTING ROLLER SHUTTER 
DOOR TO BE REMOVED

NEW STEEL CANOPY STRUCTURE TO 
ENGINEER'S DETAIL TO BE ROOFED WITH 
0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 
COATED STEEL G550 WITH A CLEAN 
COLORPLUS™ COLOUR COATED FINISH TO 
ONE SIDE WITH A MOUNTAIN MIST BACKING 
COAT.

NEW BRICKWORK TO 
BEPPLASTERED & PAINTED

SCALE 1:100SCALE 1:100SCALE 1:100SCALE 1:100

NORTH EAST ELEVATIONNORTH EAST ELEVATIONNORTH EAST ELEVATIONNORTH EAST ELEVATION

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED STEEL G550 WITH A CLEAN COLORPLUS™ 
COLOUR COATED FINISH TO ONE SIDE WITH A MOUNTAIN MIST BACKING COAT.

1

04 502

1

04 502

125x125mm ALUMINIUM 
GUTTER TO ENG. DETAIL

375x200mm GUTTER DROP 
BOX TO ENG. DETAIL.

NEW SURFACE BED

4230

M

M

EX. RING BEAM LVL

11505

NEW PLASTER AND 
PAINT

-

---

1.1 EX. GROUND FLOOR

4130

ROOF PLAN

12230

2.1 NEW MEZZANINE
FLOOR

7305

3.1 NEW U/S OF TRUSS

10805

1.0 EX LOADING BAY

3330

13141516171819202122232425

200mm x 80mm FIBRE CEMENT 
SOCKETLESS NUTEC BARGE BOARD

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED 
STEEL G550 WITH A CLEAN COLORPLUS™ COLOUR 
COATED FINISH TO ONE SIDE WITH A MOUNTAIN 
MIST BACKING COAT.

LINE OF EXISTING BRICKWORK

250x200mm ALUMINIUM OGEE GUTTERS 
FIXED TO 225x12mm FIBRE-CEMENT FASCIA 
BOARD.

NEW CONCRETE STAIR TO ENGINEER'S DETAIL. 
NEW STEEL BALUSTRADE AS PER DETAIL

NEW STEEL BALUSTRADE AS PER DETAIL

EXISTING ROLLER SHUTTER DOOR TO BE 
DEMOLISHED

LINE OF EXISTING BRICKWORK

PLASTER 
& PAINT

PLASTER 
& PAINT

PLASTER 
& PAINT

NEW PLASTER BAND

PLASTER 
& PAINT

1.25mm NU-RIB POLYCARBONATE 
CLEAR SHEETS. SHEETS ARE TO BE 

FASTENED TO SUPPORTS THROUGH 
EACH CROWN OF THE PROFILE 

(PRIMARY FIXINGS TO BE CLASS 4), 
AND SIDE STITCHED TO ADJACENT 

SHEET NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).

PLASTER 
& PAINT

NEW GALVANISED STEEL LOUVRE 
VENTS TO SPECIALIST DETAIL

1.25mm NU-RIB POLYCARBONATE 
CLEAR SHEETS. SHEETS ARE TO BE 

FASTENED TO SUPPORTS THROUGH 
EACH CROWN OF THE PROFILE 

(PRIMARY FIXINGS TO BE CLASS 4), 
AND SIDE STITCHED TO ADJACENT 

SHEET NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).

SCALE 1:100SCALE 1:100SCALE 1:100SCALE 1:100

SOUTH EAST ELEVATIONSOUTH EAST ELEVATIONSOUTH EAST ELEVATIONSOUTH EAST ELEVATION

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

NEW BIRDPROOFING NETTING FITTED TO 
GALVANISED STEEL FRAME BOLTED TO WALL

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

PLASTER 
& PAINT

NEW SURFACE BED

4230

EX. RING BEAM LVL

11505

W02

007

W02

006 001001001001

D07D07D07D07

5
2
5

3800

PLASTER EXPANSION JOINT AT 
EVERY GRID LINE AS PER 
ARCHITECTES INSTRUCTION.

1.1 EX. GROUND FLOOR

4130

ROOF PLAN

12230

2.1 NEW MEZZANINE
FLOOR

7305

3.1 NEW U/S OF TRUSS

10805

1.0 EX LOADING BAY

3330

12345678910111213

EXISTING FACEBRICK WALL TO BE CLEANED BY SPECIALIST

LINE OF EXISTING BRICKWORK

NEW GALVANISED STEEL LOUVRE 
VENTS TO SPECIALIST DETAIL

EXISTING ROLLER SHUTTER 
DOOR TO BE REMOVED & 

REPLACED WITH NEW AS PER 
SCHEDULE

PLASTER 
& PAINT

PLASTER & PAINT

PLASTER & PAINTPLASTER 
& PAINT

PLASTER 
& PAINT

PLASTER 
& PAINT

NEW PLASTER 

NEW PLASTER BAND 

1.25mm NU-RIB POLYCARBONATE 
CLEAR SHEETS. SHEETS ARE TO BE 

FASTENED TO SUPPORTS THROUGH 
EACH CROWN OF THE PROFILE 

(PRIMARY FIXINGS TO BE CLASS 4), 
AND SIDE STITCHED TO ADJACENT 

SHEET NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).EXISTING ROLLER SHUTTER DOOR TO BE 

DEMOLISHED

EXISTING FACEBRICK WALL TO BE 
CLEANED BY SPECIALISTEXISTING FACEBRICK WALL TO BE 

CLEANED BY SPECIALIST

200mm x 80mm FIBRE CEMENT 
SOCKETLESS NUTEC BARGE BOARD

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED 
STEEL G550 WITH A CLEAN COLORPLUS™ COLOUR 
COATED FINISH TO ONE SIDE WITH A MOUNTAIN 
MIST BACKING COAT.

250x200mm ALUMINIUM OGEE GUTTERS 
FIXED TO 225x12mm FIBRE-CEMENT FASCIA 
BOARD.

SCALE 1:100SCALE 1:100SCALE 1:100SCALE 1:100

SOUTH EAST ELEVATIONSOUTH EAST ELEVATIONSOUTH EAST ELEVATIONSOUTH EAST ELEVATION

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

NEW BIRDPROOFING NETTING FITTED TO 
GALVANISED STEEL FRAME BOLTED TO WALL

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

100 dia.

RWDP

OUTLINE OF WATER 
RETEINTION TANK

EX. RING BEAM LVL

11505

W02

006 001001001001

D07D07D07D07

PLASTER EXPANSION JOINT AT 
EVERY GRID LINE AS PER 
ARCHITECTES INSTRUCTION.

FOR CONSTRUCTION

SCALE DRAWN

PROJECT NUMBER

DRAWING NUMBER

DATE CHECKED

DRAWING

PROJECT

REVISION

CLIENT

Unit 110, First Floor, Ridge 4, 45 Richefond Circle, Ridgeside, Umhlanga 

| P O Box 1889, Umhlanga Rocks, 4320 | Tel: +27 31 566 4548 | Fax: 

+27 31 566 3881

the creative a    is
a r c h i t e c t s

architecture  design  innovation 

OWNER’S SIGNATURE :

 1 : 100

ELEVATIONS

K018

SARS FACILITIES
MANAGEMENT

NG

04 400

26-06-2017 MMB

WORKING DRAWING

ADDITIONS & ALTERATIONS TO
PIER STATE WAREHOUSE, GATE
5 BAYHEAD ROAD, BAYHEAD.
PORTION OF THE FARM KINGS
FLATS No. 16344

BBBB

REVISIONREVISIONREVISIONREVISIONN0.N0.N0.N0. DDDDAAAATTTTEEEE

0 ISSUED FOR INFORMATION. 09-07-2015

A ROOF DESIGN REVISED TO EXCLUDE RAISED SECTIONS- WALL 

LOUVER GRILLS REPOSITIONED. STEEL FIRE ESCAPE STAIR AND 

FIRE ESCAPE DOOR D07/03 OMITTED AS PER CLIENT REQUEST. 

APEX ROOF VENTILATOR ADDED TO COMPLY TO SANS 10400 

NATURAL VENTILATION REQUIREMENTS.

16-07-2015



1.1 EX. GROUND FLOOR

4130

2.1 NEW MEZZANINE
FLOOR

7305

ABCD

EFGHJ

NEW PLASTER AND 
PAINT

1.25mm NU-RIB POLYCARBONATE CLEAR SHEETS. 
SHEETS ARE TO BE FASTENED TO SUPPORTS 

THROUGH EACH CROWN OF THE PROFILE (PRIMARY 
FIXINGS TO BE CLASS 4), AND SIDE STITCHED TO 

ADJACENT SHEET NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).

200mm x 80mm FIBRE CEMENT 
SOCKETLESS NUTEC BARGE BOARD

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED STEEL G550 
WITH A CLEAN COLORPLUS™ COLOUR COATED FINISH TO ONE 

SIDE WITH A MOUNTAIN MIST BACKING COAT.

PLASTER & PAINT

EXISTING FACEBRICK WALL TO BE CLEANED BY SPECIALIST

PLASTER & PAINT

NEW BRICKWORK

ALL EXISTING WINDOWS & AIR VENTS TO BE DEMOLISHED

NEW CONCRETE STAIR TO 
ENGINEER'S DETAIL. NEW STEEL 

BALUSTRADE AS PER DETAIL

EXISTING ROLLER SHUTTER 
DOOR TO BE REMOVED

NEW STEEL CANOPY STRUCTURE TO 
ENGINEER'S DETAIL TO BE ROOFED WITH 
0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 
COATED STEEL G550 WITH A CLEAN 
COLORPLUS™ COLOUR COATED FINISH TO 
ONE SIDE WITH A MOUNTAIN MIST BACKING 
COAT.

NEW GALVANISED STEEL STAIR TO 
ENGINEER'S DETAIL.

NEW GALVANISED STEEL LOUVRE 
VENTS TO SPECIALIST DETAIL

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED STEEL G550 WITH A CLEAN COLORPLUS™ 
COLOUR COATED FINISH TO ONE SIDE WITH A MOUNTAIN MIST BACKING COAT.

100 mm dia. 
RWDP

100 mm dia. 
RWDP

125x125mm ALUMINIUM 
GUTTER TO ENG. DETAIL

375x200mm GUTTER DROP 
BOX TO ENG. DETAIL.

SCALE 1:100SCALE 1:100SCALE 1:100SCALE 1:100

SOUTH WEST ELEVATIONSOUTH WEST ELEVATIONSOUTH WEST ELEVATIONSOUTH WEST ELEVATION

NEW SURFACE BED

4230

PLASTER & PAINT

EX. RING BEAM LVL

11505

2
0
0
8

1697

-

---

EXPANSION JOINT

1.1 EX. GROUND FLOOR

4130

ROOF PLAN

12230

2.1 NEW MEZZANINE
FLOOR

7305

3.1 NEW U/S OF TRUSS

10805

1.0 EX LOADING BAY

3330

13 14 15 16 17 18 19 20 21 22 23 24 25

200mm x 80mm FIBRE CEMENT 
SOCKETLESS NUTEC BARGE BOARD

0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED 
STEEL G550 WITH A CLEAN COLORPLUS™ COLOUR 
COATED FINISH TO ONE SIDE WITH A MOUNTAIN 
MIST BACKING COAT.

LINE OF EXISTING BRICKWORK

ALUMINIUM OGEE GUTTERS FIXED TO 
225x12mm FIBRE-CEMENT FASCIA BOARD.

SCALE 1:100SCALE 1:100SCALE 1:100SCALE 1:100

NORTH WEST ELEVATIONNORTH WEST ELEVATIONNORTH WEST ELEVATIONNORTH WEST ELEVATION

NEW CONCRETE STAIR TO ENGINEER'S DETAIL. 
NEW STEEL BALUSTRADE AS PER DETAIL

NEW CONCRETE RAMP TO ENGINEER'S DETAIL. 
NEW STEEL BALUSTRADE AS PER DETAIL

NEW GALVANISED STEEL STAIR TO ENGINEER'S 
DETAIL. NEW STEEL BALUSTRADE AS PER DETAIL

NEW STEEL BALUSTRADE AS PER DETAIL

EXISTING ROLLER SHUTTER DOOR TO BE 
DEMOLISHED

PLASTER 
& PAINT

NEW STEEL CANOPY STRUCTURE TO ENGINEER'S 
DETAIL TO BE ROOFED WITH 0.53mm G.R.S KLIP-TITE 
ZINCAL® AZ200 COATED STEEL G550 WITH A CLEAN 
COLORPLUS™ COLOUR COATED FINISH TO ONE SIDE 
WITH A MOUNTAIN MIST BACKING COAT.

NEW PLASTER BAND 

NEW SHOPFRONT AS PER 
SCHEDULE

NEW BRICKWORK 
WALLS 

LINE OF EXISTING BRICKWORK

EXISTING FACEBRICK WALL TO BE CLEANED BY SPECIALIST

NEW ROLLER SHUTTER DOOR AS PER SCHEDULE

NEW PLASTER BAND

PLASTER 
& PAINT

PLASTER 
& PAINT

PLASTER 
& PAINT

NEW PLASTER BAND

PLASTER 
& PAINT

PLASTER 
& PAINT

NEW PLASTER BAND

1.25mm NU-RIB 
POLYCARBONATE CLEAR 
SHEETS. SHEETS ARE TO BE 
FASTENED TO SUPPORTS 
THROUGH EACH CROWN OF 
THE PROFILE (PRIMARY FIXINGS 
TO BE CLASS 4), AND SIDE 
STITCHED TO ADJACENT SHEET 
NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).

NEW GALVANISED STEEL LOUVRE 
VENTS TO SPECIALIST DETAIL

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

NEW BIRDPROOFING NETTING FITTED TO 
GALVANISED STEEL FRAME BOLTED TO WALL

RWDP RWDP
RWDP RWDP RWDP RWDP

NEW ROLLER SHUTTER 
DOOR AS PER 
SCHEDULE

NEW STEEL CANOPY 
STRUCTURE TO 
ENGINEER'S DETAIL

NEW STEEL CANOPY 
STRUCTURE TO 
ENGINEER'S DETAIL

NEW SURFACE BED

4230

W02

005

W02

004

W02

003

004004004004
D09D09D09D09 005005005005

D09D09D09D09 001001001001

D14D14D14D14

EX. RING BEAM LVL

11505

023023023023

D05D05D05D05

PLASTER EXPANSION JOINT AT 
EVERY GRID LINE AS PER 
ARCHITECTES INSTRUCTION.

1.1 EX. GROUND FLOOR

4130

ROOF PLAN

12230

2.1 NEW MEZZANINE
FLOOR

7305

3.1 NEW U/S OF TRUSS

10805

1.0 EX LOADING BAY

3330

1 2 3 4 5 6 7 8 9 10 11 12 13

PLASTER 
& PAINT

EXISTING FACEBRICK WALL TO BE CLEANED BY SPECIALIST

LINE OF EXISTING BRICKWORK

NEW GALVANISED STEEL LOUVRE 
VENTS TO SPECIALIST DETAIL

ALL EXISTING WINDOWS & AIR VENTS TO BE DEMOLISHED

EXISTING ROLLER SHUTTER 
DOOR TO BE REMOVED & 
REPLACED WITH NEW AS PER 
SCHEDULE

NEW STEEL CANOPY STRUCTURE TO ENGINEER'S DETAIL TO BE 
ROOFED WITH 0.53mm G.R.S KLIP-TITE ZINCAL® AZ200 COATED 
STEEL G550 WITH A CLEAN COLORPLUS™ COLOUR COATED FINISH 
TO ONE SIDE WITH A MOUNTAIN MIST BACKING COAT.

EXISTING CONCRETE STAIR TO BE 
DEMOLISHED. NEW CONCRETE 
STAIR TO ENGINEER'S DETAIL. NEW 
STEEL BALUSTRADE AS PER DETAIL

EXISTING CONCRETE STAIR TO BE 
DEMOLISHED. 

NEW CONCRETE RAMP TO ENGINEER'S DETAIL. 
NEW STEEL BALUSTRADE AS PER DETAIL

NEW PLASTER BAND

PLASTER 
& PAINT

PLASTER 
& PAINT

PLASTER 
& PAINT

PLASTER 
& PAINT

NEW ROLLER 
SHUTTER DOOR 
AS PER 
SCHEDULE

NEW PLASTER BAND 

NEW CONCRETE STAIR TO 
ENGINEER'S DETAIL. NEW STEEL 
BALUSTRADE AS PER DETAIL

PLASTER 
& PAINT

PLASTER 
& PAINT

PLASTER 
& PAINT

NEW PLASTER BAND NEW PLASTER BAND 

1.25mm NU-RIB POLYCARBONATE 
CLEAR SHEETS. SHEETS ARE TO BE 
FASTENED TO SUPPORTS THROUGH 
EACH CROWN OF THE PROFILE 
(PRIMARY FIXINGS TO BE CLASS 4), 
AND SIDE STITCHED TO ADJACENT 
SHEET NOT EXCEEDING 500MM 
(SECONDARY FIXINGS).

NEW 
WINDOWS 
AS PER 
SCHEDULE

EXISTING FACEBRICK WALL TO BE 
CLEANED BY SPECIALIST

PLASTER 
& PAINT

NEW APEX ROOF VENTILATOR TO ENGINEER'S DETAIL

NEW BIRDPROOFING NETTING FITTED TO 
GALVANISED STEEL FRAME BOLTED TO WALL

RWDP RWDP RWDP RWDP RWDP RWDP

New

WC.

New

WC.

new

whb

new

whb

new

WC

new

whb

new

whb

new

whb

MH  1

CL:  
3.19

IL:   
1.69

DPTH: 
1500mm

Sewer to ex

NEW SURFACE BED

4230

011011011011
D08D08D08D08 001001001001

D09D09D09D09

002002002002

D09D09D09D09

022022022022

D8D8D8D8

W02

001

W02

002 W02

003

W02

004

W02

005

EX. RING BEAM LVL

11505

PLASTER EXPANSION JOINT AT 
EVERY GRID LINE AS PER 
ARCHITECTES INSTRUCTION.

FOR CONSTRUCTION

SCALE DRAWN

PROJECT NUMBER

DRAWING NUMBER

DATE CHECKED

DRAWING

PROJECT

REVISION

CLIENT

Unit 110, First Floor, Ridge 4, 45 Richefond Circle, Ridgeside, Umhlanga 

| P O Box 1889, Umhlanga Rocks, 4320 | Tel: +27 31 566 4548 | Fax: 

+27 31 566 3881

the creative a    is
a r c h i t e c t s

architecture  design  innovation 

OWNER’S SIGNATURE :

 1 : 100

ELEVATIONS

K018

SARS FACILITIES
MANAGEMENT

NG

04 401

26-06-2017 MMB

WORKING DRAWING

ADDITIONS & ALTERATIONS TO
PIER STATE WAREHOUSE, GATE
5 BAYHEAD ROAD, BAYHEAD.
PORTION OF THE FARM KINGS
FLATS No. 16344

REVISIONREVISIONREVISIONREVISIONN0.N0.N0.N0. DDDDAAAATTTTEEEE

0 ISSUED FOR INFORMATION. 09-07-2015

A ROOF DESIGN REVISED TO EXCLUDE RAISED SECTIONS. WALL 

LOUVER GRILLS RELOCATED. STEEL FIRE ESCAPE STAIR AND 

FIRE ESCAPE DOOR D07/03 OMITTED AS PER CLIENT REQUEST. 

APEX ROOF VENTILATOR ADDED TO COMPLY TO SANS 10400 

NATURAL VENTILATION REQUIREMENTS.

16-07-2015

BBBB


	Sheets
	04 400 - ELEVATIONS
	04 401 - ELEVATIONS


