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DOOR TYPE Hollow core fimber door DOOR TYPE Hollow core timber door DOOR TYPE Semi- solid fimber door DOOR TYPE Bitcon Industries (or similar) Rubidor fire door Class B DOOR TYPE Mutual/ CHUBB (or similar) category 2 strong room door (code: MSRD53)
LOCATION Store rooms, Pause area, ablutions, Patch room, Reception area LOCATION Auction operations manager, meeting room LOCATION Paraplegic Ablution LOCATION Patch room; Security room LOCATION Strong room
No. REQUIRED 17 No. REQUIRED 03 No. REQUIRED 1 off No. REQUIRED 2 No. REQUIRED 1 off
EXPOSURE CLASS Dry interior EXPOSURE CLASS Dry interior EXPOSURE CLASS Dry interior EXPOSURE CLASS Dry interior EXPOSURE CLASS N/A
PERFORMANCE CLASS Medium duty (SABS 545) PERFORMANCE CLASS Medium duty (SABS 545) PERFORMANCE CLASS Medium duty (SABS 545) PERFORMANCE CLASS N/A PERFORMANCE CLASS N/A
DOOR MATERIAL 813mm X 2032mm Masonite honeycomb hollow core door with lock slof DOOR MATERIAL 813mm X 2032mm Masonite honeycomb hollow core door with lock slot DOOR MATERIAL 945mm X 2032mm Masonife finished semi-solid door with lock slof DOOR MATERIAL 900mm X 2032mm Masonite finished semi-solid door with lock slof DOOR MATERIAL N/A
APPEARANCE Flush panel APPEARANCE Flush panel APPEARANCE Flush panel APPEARANCE Flush panel APPEARANCE N/A
LEAF Single leaf LEAF Single leaf LEAF Single leaf LEAF Single leaf LEAF N/A
ACTION Single swing ACTION Single swing ACTION Single swing ACTION Single swing ACTION N/A
MEETINGSTILE N/A MEETINGSTILE N/A MEETINGSTILE N/A MEETINGSTILE N/A MEETINGSTILE N/A
EDGING Face over edge EDGING Face over edge EDGING Face over edge EDGING Face over edge EDGING N/A
FINISH Paint FINISH Paint FINISH Paint FINISH Paint FINISH N/A
SIGNAGE See signage detail SIGNAGE See signage detail SIGNAGE See signage detail SIGNAGE See signage detail SIGNAGE N/A
DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION N/A
PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer PRIMER N/A
UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoat UNDERCOAT N/A
FINISH 2 Coafs polyurethane enamel FINISH 2 Coats polyurethane enamel FINISH 2 Coats polyurethane enamel FINISH 2 Coats polyurethane enamel FINISH N/A
PRODUCT TBC FINISH PRODUCT TBC FINISH PRODUCT TBC FINISH PRODUCT TBC FINISH PRODUCT N/A FINISH
DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER N/A
FINISH MATERIAL Mild steel door frame paint fo frame FINISH MATERIAL Mild steel door frame paint fo frame FINISH MATERIAL Mild steel door frame paint fo frame FINISH MATERIAL 1,6mm Mild steel door frame paint fo frame FINISH MATERIAL N/A
PROFILE Single rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Single rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Single rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoat PROFILE N/A UNDERCOAT | N/A
PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH 2 Coafs polyurefthane enamel PREP. N/A FINISH N/A
WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT N/A
IRONMONGERY Hinges : Part of steel frame IRONMONGERY Hinges : Part of steel frame IRONMONGERY Hinges : Part of steel frame IRONMONGERY Hinges : As per Rubidor Class A specification IRONMONGERY Locking mechanism : 7-lever security keylock
Handle Set : IRONWARE Calini 1019 through fix level handle (brushed stainless steel) Handle Set : IRONWARE Calini 1019 through fix level handle (brushed stainless steel) Indicator handle set: IRONWARE 1926 (Brushed S/Steel)
Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (Brushed stainless steel) Lock sef : IRONWARE 2031 Dead lock If Magloc fitment will be used, notify supplier before order so frame strik can be cut ouf.
Lock set : DORMA D036S multi lever sash lock Lock set : DORMA D036S Euro profile cylinder sash lock; DORMA DDC056501 65mm Euro profile double cylinder Grab Rail : IRONWARE 1306 (back to backthrough fix to both sides of door)- fitted horizontally @ 800mm AFFL
Door stop : IRONWARE 5000 Cylindrical door stop (SS) Door stop : IRONWARE 5000 Cylindrical door stop (SS) Closer kit : GEZE Lintel bracket Silv (for outwards opening door); Geze TS4000G DA EN1-6 delayed action slide
Push plate : IRONWARE IP 01 (male ablution); IRONWARE IP 02 (female ablution) Coat hook : IRONWARE 5034 rubber fipped H&C hook channel door closer Silv
Door closer: IRONWARE DCO01 (ablutions) Kick plates: 200mmH x 2mmT brushed stainless steel kick plates fitted both sides. 15mm Gap around edges fo
door leaf.
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DOOR TYPE Hollow core fimber door DOOR TYPE Bitcon Industries (or similar) Rubidor fire door Class A E % §
LOCATION Ablutions LOCATION Staff entrance 2
No. REQUIRED 6 No. REQUIRED 3 g
EXPOSURE CLASS Wet interior EXPOSURE CLASS Dry interior -~
PERFORMANCE CLASS Medium duty (SABS 545) PERFORMANCE CLASS N/A NS
DOOR MATERIAL 762mm x 2032mm Masonite honeycomb hollow core door, 100mm undercut, with lock slot DOOR MATERIAL 900mm X 2032mm Masonite finished semi-solid door with lock slof
N
APPEARANCE Flush panel APPEARANCE Flush panel N
LEAF Single leaf LEAF Single leaf
ACTION Single swing ACTION Single swing DOOR TYPE 6990mm X 4296mm TECKENTRUP “ThermoTek" automated roller shutter door (or similar) DOOR TYPE 3000mm X 3000mm TECKENTRUP “ThermoTek" automated roller shutter door (or similar) DOOR TYPE 3000mm X 2100mm TECKENTRUP "ThermoTek" automated roller shutter door (or similar)
MEETINGSTILE N/A MEETINGSTILE N/A LOCATION Loading bay LOCATION Goods recieving bay, forklift storage area, auction loading bay LOCATION Service bay, maintenance workshop
EDGING Face over edge EDGING Face over edge No. REQUIRED 1 Off No. REQUIRED 5 Off No. REQUIRED 1 Off
FINISH Paint FINISH Paint Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile. Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile. Door : ThermoTek 0,4 galvanised steel PU foam core double skinned external profile.
SIGNAGE See signage detail SIGNAGE See signage detail GUIDE RAIL : FS110 Glavanised steel guide rail GUIDE RAIL : FS85 Glavanised steel guide rail GUIDE RAIL : FS85 Glavanised steel guide rail
DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION For painting Door to be remote control automated and lockable internally as per manufacturers specification. Door to be remote control automated and lockable internally as per manufacturers specification. Door to be remote control automated and lockable internally as per manufacturers specification.
PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer
UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoaf
FINISH 2 Coats polyurethane enamel FINISH 2 Coats polyurethane enamel NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE DN NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 12 NOTE: ALL DIMENSIONS AND LEVELS TO BE VERIFIED ON SITE D 13
PRODUCT TBC FINISH PRODUCT TBC FINISH
1800
. . . . % % y 1800 y
DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Fa_‘*:rfy prner and bifumen DOOR TYPE 'TECKENTRUP 72 E” Fire- resistant Sliding 7 7 7
FINISH MATERIAL Mild steel door frame paint fo frame FINISH MATERIAL 1,6mm Mild steel door frame painf fo frame Steel Door T30-1-FSA (or sinilar) S NS
i i i \ /
PROFILE Single rebate UNDERCOAT | 1 Coat universal undercoat PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoat ) 3000 ) LOCATION Staff entrance N y \\
J N % N | s
PREP. N/A FINISH 2 Coats polyurethane enamel PREP. N/A FINISH 2 Coafs polyurefthane enamel N No. REQUIRED ) >< ) <@
WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT /N e //\\ S
. - . . % N o
. . . L Fire-proof sliding steel door T30-1-FSA, tested in accordance with y N 4
IRONMONGERY Hinges : Part of steel frame IRONMONGERY Hinges : As per Rubidor Class A specification , _ , , N /
Handle Set : IRONWARE Calini 1019 through fix level handle (brushed stainless steel] E'N A:OZ:E':ZESA;;; E”('glle lea: j°°,r ‘;pe\;';‘f 3“’ ,fdhed lzﬁ' Ga”la”'se‘j / N 7 N
Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) If Magloc fitment will be used, notify supplier before order so frame strik can be cuf ouf. = {)or ga d 0 Ine 18 gmen 'esf|'gn. flt b [Sl ed door Sia "’rh
Lock set : DORMA D036S multi lever sash lock 7 ‘“ gavbal”'ste . oor S”Zpins"’: fol”S'§ '”gfoth ”d“ ar dr“””fr rai wi ~ N
Indicator bolt: IRONWARE B0? ouble twin gears. utomatic closing of the door due fo
counterweights in the protective box. TECKENTRUP 72 E (approval
no. Z-6.20-2137) or equivalant. — —
U NE DOOR TYPE Semi-solid timber door DOOR TYPE Semi-solid timber door
Ordering dimensions: Modular dimensions- 3000mm wide, 2100mm high. LOCATION Destruction of goods area LOCATION Bin area & Diesel fuel store
Ordering detials: wall and header thickness- 230mm masonary.
Door opens left as seen from the fixing side of the door. No. REQUIRED 2 No. REQUIRED L
EXPOSURE CLASS Dry interior EXPOSURE CLASS Wet exterior
INSTALLATION WALLS 230mm Masonary PERFORMANCE CLASS | Medium duty PERFORMANCE CLASS | Medium duty
APPROVED WIDTH 3000mm DOOR MATERIAL 2 X 900mm X 2032mm Masonite finished semi-solid door with lock slot DOOR MATERIAL 2 X 900mm X 2032mm Masonite finished semi-solid door with lock slot
DIMENSIONS HEIGHT 2100mm APPEARANCE Flush panel APPEARANCE Flush panel
OPENING DIRECTION | Door opens to the left as seen from the fixing side LEAF Double leaf LEAF Double leaf
DOOR LEAF 72mm Thick door leaf consisting of individual elements (no. of elements according to the opening width) ACTION Single swing ACTION Single swing
DOOR SEALS Galvanised seal pr‘ofiles, 2mm H-”Ek’ on 3 sides MEETINGSTILE Rebated MEETINGSTILE Rebated
Guide rollers (lower door guide) EDGING Face over edge EDGING Face over edge
Weight box with counter weights (behind the run-in side) FINISH Paint FINISH Paint
Special equipment: weight boxstorage side SIGNAGE See signage detail SIGNAGE See signage detail
SURFACE Galvanised door leaf and seal DOOR FINISH PREPARATION For painting DOOR FINISH PREPARATION For painting
Special equipment: stainless steel PRIMER 1 Coat pink wood primer PRIMER 1 Coat pink wood primer
FITTINGS Tubular runnern rails with height-adjustable double twin running gears on ball bearings UNDERCOAT 1 Coat universal undercoat UNDERCOAT 1 Coat universal undercoat
2 damp cylinders FINISH 2 Coats polyurethane enamel FINISH 2 Coats polyurefthane enamel
1 radial damper PRODUCT TBC FINISH PRODUCT TBC FINISH
2 recessed handles DOOR FRAME AND FRAME PRIMER Factory primer and bitumen DOOR FRAME AND FRAME PRIMER Factory primer and bitumen
Rumner rail cover. insulafed FINISH MATERIAL 1,6mm Mild steel door frame paint to frame FINISH MATERIAL 1,6mm Mild steel door frame paint fo frame
Guiding rail cover in the opening area PROFILE Double rebate UNDERCOAT | 1 Coaf universal undercoat PROFILE Double rebate UNDERCOAT | 1 Coat universal undercoat
SPECIAL Prime coat (similar to RAL 9002) PREP. N/A FINISH 2 Coafs polyurethane enamel PREP. N/A FINISH 2 Coats polyurethane enamel
EQUIPMENT Complefe hold open device consisting of: smoke defectors, 1 magnetic clamp, 1 WALL FINISH N/A PRODUCT WALL FINISH N/A PRODUCT
mains rectifier ZZO/ZLV, 1 release key, acoustic alarm Signal |RONMONGERY Hinges . Part of steel frame |RONMONGERY Hinges . Part of steel frame
— Handle Set : IRONWARE Calini 1019 through fix level handle (brushed stainless steel) Handle Set : IRONWARE Calini 1019 through fix level handle (brushed stainless steel)
Complete electric drive (opener) Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel) Escutcheon : IRONWARE Calini 1904-24SS screw type Rose (brushed stainless steel)
Lock set : DORMA D036S multi lever sash lock, DORMA D039R rebate kit fo lever lock, dust excluding socket Lock set : DORMA D036S multi lever sash lock, DORMA D039R rebate kit fo lever lock, dust excluding socket
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Freeswing function

Hook lock, profile cylinder 455 + 455 mm

Recess shutter

Artificial pillar

4023, 150mm flush lever bolt

Door stop : IRONWARE 5000 Cylindrical door stop (SS) X 2

4023, 150mm flush lever bolt
Door stop : IRONWARE 5000 Cylindrical door stop (SS) X 2
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