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TYPE SFO1- SHOPFRONT TYPE SF02- SHOPFRONT
NUMBER REQUIRED |2 NUMBER REQUIRED
POSITION GROUND FLOOR- AUCTION OPERATIONS MANAGER, MEETING ROOM POSITION GROUND FLOOR- RECEPTION
DESCRIPTION Extruded aluminium as above sketch with mitred corners to form close joints, Fixed with stainless steel DESCRIPTION Extruded aluminiun as above sketch with mitred corners to form close joints, fixed with stainless steel

self tapping screws To AAMSA standards. All aluminium jeints to be fully sealed with silicone. Whole unit
to be sealed with silicone after installation to form water tight joint between brickwork and frame.
150mm Sill Rail o all shop front doors and windows

FRAME 25 Micron powder coated charcoal grey aluminium frame in compliance with AAMSA regulations. FRAME
GLASS ‘SmartGlass' 6.38mn Intruder Proof Normal Strength laminated safety glass or similar approved. GLASS
BEADING Glazing in black vinyl gasket & aluminium glazing beads te match frame. BEADING
IRONMONGERY As per ironmogery schedule. IRONMONGERY

self tapping screws fo AAMSA standards. All aluminium joinfs fe be fully sealed with silicone. Whole unit
to be sealed with silicone after installation to form water tight joint between brickwork and frame.
150mm Sill Rail to all shop front doors and windows

25 Micron powder coated charceal grey aluminium frame in compliance with AAMSA regulations.

‘SmartGlass’ 6.38mm Intruder Proof Normal Strength laminated safety glass aor similar appreved
Glazing in black vinyl gasket & aluminium glazing beads to match frame.

As per ironmogery schedule,
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TYPE W03- INTERNAL FIXED PANEL WINDOW TYPE W0Z- TOP HUNG WINDOW WITH FIXED PANEL
NUMBER REQUIRED | & OFF NUMBER REQUIRED 8 0F
POSITION GROUND FLOOR- SECURITY OFFICE, PAUSE AREA, AUCTION OPERATIONS MANAGER'S OFFICE POSITION GROUND FLOOR- CHANGEROOMS, PARAPLEGIC WC, FRISK BAYS
DESCRIPTION Extruded aluminium as above sketch with mitred corners to form close joints, Fixed with stainless steel DESCRIPTION Extruded aluminum as above skefch with mitred corners to form tlose joints, fixed with stainless steel

self tapping screws o AAMSA standards. All alumi ts to be fully sealed with one. Whole unit
to be sealed with silicone after installation to form water tight joint between brickwork and frame.
150mm Sill Rail to all shop front doors and windows

FRAME 25 Micron powder coated charcoal grey aluminium frame in compliance with AAMSA regulations. FRAME
GLASS 4 Monolithic annealed clear glass or sinilar approved GLASS
BEADING Glazing in black vinyl gasket & aluminium glazing beads to match frame. BEADING
IRONMONGERY As per iranmogery schedule. IRONMONGERY
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TYPE W05~ EXTERNAL SLIDING WINDOW WITH FIXED PANEL
NUMBER REQUIRED 3 OFF
POSITION GROUND FLOOR- GUARD HOUSE
DESCRIPTION Extruded aluminium as above sketch with mitred corners to form close joints, fixed with stainless steel

self tapping screws o AAMSA standards, All aluminium jeints to he fully sealed with silicone. Whole unit
to be sealed with silicone after installation to form water tight joint between brickwork and frame.
150mm Sill Rail to all shop front doors and windows

FRAME 25 Micron powder coated charcoal grey aluminium frame in compliance with AAMSA regulations.

GLASS 4nm Monoli
BEADING Glazing in black vinyl gasket & aluminium glazing beads to match frame.

IRONMONGERY As per iranmogery schedule.

c annealed clear glass or similar approved

self tapping screws to AAMSA standards. All aluminium jeints to be fully sealed with silicone. Whole unit
to be sealed with silicone after installation to form water tight joint between brickwork and frame.
150mm Sill Rai to all shop front doors and windows

25 Micron powder coated charcoal grey aluminium frame in compliance with AAMSA regulations.
3mm Monolithic annealed obscure glass or similiar approved.
Glazing in black vinyl gasket & aluminium glazing heads to match frame.

As per ironmogery schedule,
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W01- INTERNAL SLIDING WINDOW WITH FIXED PANEL
2 OFF

GROUND FLOOR- GOOD RECEIVING OPERATIONS MANAGER'S OFFICE

Extruded aluminium as above skefch with mitred corners to form close joints, fixed with stainless steel
solf tapping screws to AAMSA standards. ALl aluminium joints to e fully sealed with silicone. Whole unlt
to be sealed with silicone after installation to form water tight joint between brickwark and frame.
150mm Sill Rail to all shop front doers and windows

25 Micron powder toated charcoal grey aluminium frame in compliance with AAMSA regulations.

4nn Mon

ic annealed clear glass or approved
Glazing in black vinyl gasket & aluminium glazing beads to match frame.

As per ironmegery schedule.
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WOA-INTERNAL FIXED PANEL WINDOW
1 OFF
MEZZANINE FLOOR- STEEL STAIR

Extruded aluminium as above skefch with mitred corners to form close joints, fixed with stainless steel
self tapping screws to AAMSA standards. All aluminium joints to be fully sealed with silicone. Whole unit
to be sealed with silicone after installation to form watar tight joint between brickwork and frame.
150mm Sill Rail to all shop front doors and windows

25 Micron powder coated charcoal grey aluminium frame in compliance with AAMSA regulations.
4mn Monolithic annealed clear glass or similar approved

Glazing in black vinyl gasket & alu

m glazing beads fo match frame,

As per ironmogery schedule.
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